
Olefins and Polyolefins

Polyolefin Compounds 
for Wire and Cable
电线电缆用聚烯烃化合物
Key Properties and Applications

关键性能和应用



Product 产品 Typical Customer Application 典型应用
Melt Flow 

(g/10 min.)
Density 
(g/cm3)

Low Density Polyethylene  低密度聚乙烯

Petrothene NA940000 Natural insulation and jacket base resin 0.25 0.918

Lupolen 1840D* Natural insulation or jacket base resin 0.25 0.919

Lupolen GX 4087*
Solid and foamed insulation;                                                                                   
base resin in direct peroxide injection applications

 1.5 0.919

Petrothene NA951080
Solid and foamed insulation;  
base resin in direct peroxide injection applications

2.2 0.920

Petrothene NA217080 Gas injection blending component used in RF coax insulation 5.6 0.923

Petrothene NA204090 Cable components and accessories 7 0.918

Petrothene NA202000 Cable components and accessories 22 0.915

Petrothene NA270001
Cable components and accessories; skin coat for skin-foam-skin 
insulation

70 0.915

Ethylene Vinyl Acetate (EVA) 乙烯醋酸乙烯共聚物

Ultrathene UE672006 Natural insulation and jacket base resin 0.45 13.5% VA

Petrothene YR92866 Black jacket compound with higher flexibility 0.48 6% VA

Petrothene NA362005 Natural insulation and jacket base resin 0.5 6.6% VA

Ultrathene UE624000 Natural insulation and jacket base resin 2.1 (EMI) 18% VA

Ethylene Butyl Acrylate (EBA) 乙烯-丙烯酸丁酯共聚物

Lucalen A2700H*  1.4 15% nBA

Lucalen A2700M* Natural base resin for semiconductive shields and HFFR insulations  7.2 17% nBA

Lucalen A2700P* Natural base resin for semiconductive shields and HFFR insulations

Natural insulation or flexible jacket base resin

15 17% nBA

Ethylene t-Butyl Acrylate Acrylic Acid (E/tBA/AA) 乙烯-丙烯酸叔丁酯-丙烯酸共聚物 (E/tBA/AA)

Lucalen A2920M*
Adhesive resin for the bonding of aluminium/copper and 
polyethylene

7
7% tBA +  
4% AA

Linear Low Density and Medium Density Polyethylene 线性低密度聚乙烯和中密度聚乙烯

Petrothene GA808091 LLDPE natural insulation and jacket base resin 0.75 0.920

Petrothene PR92735 LLDPE black jacket 0.72 0.930

Petrothene GA808093 LLDPE natural insulation and jacket base resin with metal deactivator 0.75 0.920

Petrothene GA837091 MDPE natural insulation and jacket base resin 0.75 0.935

Petrothene HR92953 MDPE black jacket 0.75 0.945

Petrothene GA616050 LLDPE natural base resin 7 0.918

Petrothene GA564189 LLDPE natural base resin 21 0.924

Black Masterbatch 黑色色母

Petrothene PM92973 LLDPE black masterbatch (40%) with good thermal stability 6.8 (HLMI) 1.140

Note: Products listed represent only a portion of the products selected for wire and cable. Products with an * are produced in Europe and those with ** are 
produced in both Europe and the U.S. All other products are produced in the U.S. 

注：所列产品仅代表电线电缆所选产品的一部分。带*的产品产地为欧洲，带**的产品在欧洲和美国均有生产。所有其他产品均在美国生产。 

For a complete listing, visit our website at www.lyb.com/wireandcable - 如需完整性能，请访问我们的网站 www.lyb.com/wireandcable
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Polyolefin Compounds for Wire and Cable



Product 产品 Typical Customer Application 典型应用
Melt Flow 

(g/10 min.)
Density 
(g/cm3)

Low Density Polyethylene  低密度聚乙烯

Petrothene NA940000 Natural insulation and jacket base resin 0.25 0.918

Lupolen 1840D* Natural insulation or jacket base resin 0.25 0.919

Lupolen GX 4087*
Solid and foamed insulation;                                                                                   
base resin in direct peroxide injection applications

 1.5 0.919

Petrothene NA951080
Solid and foamed insulation;  
base resin in direct peroxide injection applications

2.2 0.920

Petrothene NA217080 Gas injection blending component used in RF coax insulation 5.6 0.923

Petrothene NA204090 Cable components and accessories 7 0.918

Petrothene NA202000 Cable components and accessories 22 0.915

Petrothene NA270001
Cable components and accessories; skin coat for skin-foam-skin 
insulation

70 0.915

Ethylene Vinyl Acetate (EVA) 乙烯醋酸乙烯共聚物

Ultrathene UE672006 Natural insulation and jacket base resin 0.45 13.5% VA

Petrothene YR92866 Black jacket compound with higher flexibility 0.48 6% VA

Petrothene NA362005 Natural insulation and jacket base resin 0.5 6.6% VA

Ultrathene UE624000 Natural insulation and jacket base resin 2.1 (EMI) 18% VA

Ethylene Butyl Acrylate (EBA) 乙烯-丙烯酸丁酯共聚物

Lucalen A2700H*  1.4 15% nBA

Lucalen A2700M* Natural base resin for semiconductive shields and HFFR insulations  7.2 17% nBA

Lucalen A2700P* Natural base resin for semiconductive shields and HFFR insulations

Natural insulation or flexible jacket base resin

15 17% nBA

Ethylene t-Butyl Acrylate Acrylic Acid (E/tBA/AA) 乙烯-丙烯酸叔丁酯-丙烯酸共聚物 (E/tBA/AA)

Lucalen A2920M*
Adhesive resin for the bonding of aluminium/copper and 
polyethylene

7
7% tBA +  
4% AA

Linear Low Density and Medium Density Polyethylene 线性低密度聚乙烯和中密度聚乙烯

Petrothene GA808091 LLDPE natural insulation and jacket base resin 0.75 0.920

Petrothene PR92735 LLDPE black jacket 0.72 0.930

Petrothene GA808093 LLDPE natural insulation and jacket base resin with metal deactivator 0.75 0.920

Petrothene GA837091 MDPE natural insulation and jacket base resin 0.75 0.935

Petrothene HR92953 MDPE black jacket 0.75 0.945

Petrothene GA616050 LLDPE natural base resin 7 0.918

Petrothene GA564189 LLDPE natural base resin 21 0.924

Black Masterbatch 黑色色母

Petrothene PM92973 LLDPE black masterbatch (40%) with good thermal stability 6.8 (HLMI) 1.140

Note: Products listed represent only a portion of the products selected for wire and cable. Products with an * are produced in Europe and those with ** are 
produced in both Europe and the U.S. All other products are produced in the U.S. 

注：所列产品仅代表电线电缆所选产品的一部分。带*的产品产地为欧洲，带**的产品在欧洲和美国均有生产。所有其他产品均在美国生产。 

For a complete listing, visit our website at www.lyb.com/wireandcable - 如需完整性能，请访问我们的网站 www.lyb.com/wireandcable
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Polyolefin Compounds for Wire and Cable
Product 产品 Typical Customer Application 典型应用

Melt Flow 
(g/10 min.)

Density 
(g/cm3)

High Density Polyethylene  高密度聚乙烯

Numerous broad and  
bi-modal HDPE natural and 
black compounds

Conduit  0.94 to 0.950.06 to 0.4

Petrothene KR92828 Black jacket and insulation 0.17 0.955

Petrothene KR52828E* Black jacket and insulation 0.3 0.956

Petrothene LR52800E* Natural insulation or jacket base resin; microduct for fiber optic
cable 0.3 0.950

Petrothene KR92717 Black jacket and insulation 0.7 0.948

Petrothene LR590005 Natural insulation and jacket base resin with metal deactivator 0.8 0.948

Petrothene LR590001 Natural insulation and bu�er tube base resin; used in 
communication cables where pedestal test is required 0.8 0.948

Petrothene LR686001 Chemical foamed insulation; used in communication cables 
where pedestal test is required 0.8 0.948

Alathon M5370RF Gas injection blending component used in RF coax insulation 7.3 0.953

Polypropylene 聚丙烯

Catalloy** 0.6 to 30 0.880 to 
0.900

Petrothene PP1510PC Natural insulation and jacket base resin

Random copolymer used as natural insulation

1.3

1.8

0.902

0.900

Pro-Fax EP315J Natural insulation and jacket base resin with metal deactivator 2.6 0.902

125°C Flame Retardant  125°C 阻燃

Petrothene T3XL7420 Thin-wall automotive crosslinkable via continuous vulcanization 
(C.V.) N/A 1.400

Petrothene XL07425 Automotive and appliance wire insulation, C.V. crosslinkable N/A 1.400

Petrothene YR19600B Thin-wall automotive crosslinkable via radiation e-beam N/A 1.400

Moisture Cure 湿气固化

Aquathene moisture crosslinkable systems o�er:  
 – Building, industrial, submersible pump, airport lighting, ruggedized and photovoltaic cable applications  
 – UL Listings include SIS, RHW-2, XHHW-2, VW-1, FT4, cable tray use, USE-2. 

 – Track resistance (ICEA T-27-581)
 – CSA certifications include R90, RWU90, -40ºC, FT1, FT2

Aquathene AQ120000 EVS copolymer natural base resin

Aquathene FR409800 RoHS-compliant, colorable FR masterbatch; XHHW-2 0.7 1.470

Aquathene FR439800 RoHS-compliant, colorable FR-catalyst masterbatch; XHHW-2 0.7 1.470

Aquathene CM04483 Fast acting catalyst masterbatch 13.0 0.936

Aquathene PM92949C Black masterbatch (40%) NA 1.140

Aquathene CM04482 Standard Catalyst Masterbatch 7 0.926

Broad range of PE resins Abuse resistance and Monosil crosslinking 0.35 to 8.2 0.92 to 0.965

Note: Products listed represent only a portion of the products selected for wire and cable. Products with an * are produced in Europe and those with ** are 
produced in both Europe and the U.S. All other products are produced in the U.S. 

注：所列产品仅代表电线电缆所选产品的一部分。带*的产品产地为欧洲，带**的产品在欧洲和美国均有生产。所有其他产品均在美国生产。 

For a complete listing, visit our website at www.lyb.com/wireandcable - 如需完整性能，请访问我们的网站 www.lyb.com/wireandcable
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Broad range of Adflex, Hifax and Softell Thermoplastic Polyolefins
for various power and communication cables

Moplen RP210G*



PRODUCT SELECTION GUIDE 

Catalloy grades for Wire and Cable application
电线电缆用 Catalloy 牌号

 Properties Physical  Mechanical Thermal Electrical

Specific Properties Features

Density MFR
230ºC,
2.16kg

Flexural
Modulus

Tensile
Stress

at Break

Tensile 
Elong. at 

Break

Shore D
Hardness

Tg
DMTA

Vicat 
Softening 
Temp. 10N

Tm Volume 
Resistivity

Dielectric 
Strength

23ºC

Test Method ISO 1183 ISO 1133 ISO 527 ISO 527 ISO 527 ISO 868 Internal 
Method

ISO
306/A50

ISO 
11357-3

ASTM 
D257

ASTM 
D149

Units g/cm³ g/10 min MPa MPa % Points ºC ºC ºC Ohm-cm kV/mm

Softell CA7469A 0.88 0.5 130 7 500 87 (Sh.A) -40 50 142 7x1016 47 High Flexibility, Low Tg

Softell CA 02 A 0.88 0.6 30 10 500 75 (Sh.A) -25 41 142 9x1016 46 Very high flexibility, filler loading

Hifax CA 10 A 0.88 0.6 90 11 500 30 -25 60 142 4x1016 46 High flexibility and good tensile performance

Hifax CA 7441 A 0.88 0.8 85 12 500 30 -25 56 163 3x1016 46
Combination of excellent thermal properties and 
flexibility

Hifax CA 12 A 0.88 0.8 330 13 550 36 -45 78 163 3x1016 48 Good balance between hardness and thermal properties

Hiflex CA 7700 A 0.88 1.4 170 10 450 33 -45 75 142 6x1016 49 Very low Tg, flexibility and thermal resistance

Hiflex CA 7800 A 0.88 1.2 210 11 450 35 -45 85 163 6x1016 49 Very low Tg, flexibility and thermal resistance

Hifax CA 7320 A 0.88 2.1 200 10 500 32 -40 62 163 - -
Combination of excellent thermal properties and 
flexibility

Hifax CA207A 0.89 7.5 550 22 700 46 -35 94 163 6x1016 48 Low Tg, Low shrinkage

Hifax CA212A 0.88 8 80 10 600 30 -25 56 142 3x1016 45 High flexibility and good tensile performance

Hifax CA 60 A 0.88 15 80 10 600 30 -25 40 56 3x1016 45 High flexibility and good tensile performance, high flow

Note: Catalloy products listed represent only a portion of the products selected for wire and cable, all listed  products are produced in Europe.
注：以上所列 Catalloy 产品仅代表电线电缆所选产品的一部分，均在欧洲生产
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Before using a product sold by one of the LyondellBasell family of companies, users should make their own independent 
determination that the product is suitable for the intended use and can be used safely and legally. SELLER MAKES NO 
WARRANTY; EXPRESS OR IMPLIED (INCLUDING ANY WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR 
PURPOSE) OTHER THAN AS SEPARATELY AGREED BETWEEN THE PARTIES IN WRITING. This product may not be used in the 
manufacture of any US FDA Class III Medical Device or Health Canada Class IV Medical Device and may not be used in the 
manufacture of any US FDA Class II Medical Device or Health Canada Class II or Class III Medical Device without the prior 
written approval by Seller of each specific product or application.

Users should review the applicable Material Safety Data Sheet before handling the product. © LyondellBasell Industries 
Holdings, B.V. 2014 Revised August 2016

Alathon, Aquathene, Catalloy, Hifax, Lucalen, Lupolen, Moplen, Petrothene, Pro-fax, Softell, and Ultrathene are trademarks 
owned and/or used by the LyondellBasell family of companies. Alathon, Hifax, Lucalen, Lupolen, Moplen, Petrothene, Pro-fax, 
Softell, and Ultrathene are registered in the U.S. Patent and Trademark Office.

联系我们
北京办公室
北京市朝阳区金和东路20号正大中心北塔1006
+86 10 5632 3103
销售经理：蒋宇晨
邮箱：edwin.jiang@lyondellbasell.com

上海办公室
中国上海市浦东新区陆家嘴环路479号
上海中心大厦24层2401-2405室
+86 21 6081 9884
销售经理：谢文荣
邮箱：wenrong.xie@lyondellbasell.com

广州办公室
广州市天河区天河路230号万菱国际中心3708
+86 20 2883 9071
销售经理：秦波英
邮箱：cindy.qin@lyondellbasell.com

关于我们
我们是利安德巴赛尔――全球化工行业的头部企业，为可持续发展的日常生活创造解决方
案。通过先进的技术和专注的投资，我们正在助力一个循环和低碳经济。在我们所有的工
作中，我们的目标是为我们的客户、投资者和社会解锁价值。作为全球聚合物生产和聚烯
烃技术的头部企业，我们研发、生产和销售高品质的创新产品，其应用范围从可持续交通
和食品安全到清洁水和优质医疗。欲了解更多信息，请访问 www.lyondellbasell.com或
在 LinkedIn上关注 @LyondellBasell，或关注微信公众号“利安德巴赛尔”。


